
 Cinema at Courthouse Hotel Soho 

 
TECHNICAL SPECIFICATIONS  SOUND  

Processor 

Amplifiers 

Speakers  

Connectivity  

Dolby CP950, Dolby Digital 5.1  

QSC DPA 4.3   
Seats   
Screen size  
Throw   
Projector 

Server 

Ratios  

Digital  
Cinema +  
Alternate  
Content  

100 with armrests and fold out tables  
5.2 x 2.4m / 17.06 x 7.87ft  
12.3 m   
Barco DP2K-6E-2590122568 

Barco ICMP 

1,85 (flat), 2,39 (scope), 4x3, 16x9,  
2,39 (alternate content)  

▪ DCP 2K Cinema 2D 

▪ Blu-ray 

▪ DVD 

▪ SKY HD 

▪ Pro-res - 1920x1080p via  
client’s laptop* 

▪ PowerPoint with sound via  
client’s laptop* 

*HDMI connection only (client to 

provide a convertor/adapter in case 

of any other connection type) 

 

▪ 
▪ 

▪ 

▪ 

▪ 

 

▪ 

 

▪ 

 

FP115 stage system 
Future Projections FP18400 sub 

bass 
Martin Audio Effect 5 surround 

speakers 

External 5.1 track input / External 
2.4 input / x4 External Mic inputs 

Line out for recording 

2 x hand-held wireless microphones 

HDMI (From screen) 

HDMI (From projection 

room) 

Video tie lines x 12 BNC / Audio tie 

lines x 6 XLR 

Event Space  Lv  Dimension (L 

x W x H)  
  

Screen  

Capacities       

 
 

 
   

 

Screening Room  G  11.90 x 7.40 x 3.1m  88.06sqm  
39.04 x 24.27 x 10.17ft  947.50sft  

N  Y  5.2 x 2.4m (built 

in)  
-  -  100  -  -  100  -  

Ceiling height based on the lowest point of the cinema  
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